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THE TELEGRAPHIC JOURNAL AND 
ELECTRICAL REVIEW. 


VOL. IX.—No. 203. 


THE FAURE SECONDARY BATTERY. 


THE exhibition of a number of the Faure cells at 


the scientific soirée, given recently at Kings 


College, London, attracted a good deal of attention, 
as it was the first practical exemplification in this 
country of the powers of this most recent elec- 
trical novelty. As regards the possibility of using 
the apparatus for lighting purposes, the exhibition 
vas a success; 20 of Swan’s incandescence lamps 
were kept lighted from 44 of the Faure cells. 

In estimating the. practical utility of the invention, 
a great number of points require to be con- 
sidered, and care should be taken to avoid drawing 
an unfair conclusion from the results of experi- 
ments made under unsuitable conditions. We 
hear that 160 of. the Faure cells, costing £800, and 


weighing a ton and a half, were recently tried for 
as a 
commercial question this result cannot be regarded 
otherwise than as unsatisfactory, but the only conclu- 


driving a tram-car in the streets of Paris; 


sion that should be drawn is, that for the particular 
purpose the apparatus is unsuitable. Stored 
energy, in the form of compressed air, which has 
again and again been proved to be successful for 
locomotive purposes, practically leaves stored elec- 
tricity nowhere—that is, in the form in which it at 
present exists. It must be recollected, however, 
that stored energy in the form of compressed air 
cannot give out light directly, as stored electricity 
can, and that, therefore, the latter in this case has 
the advantage. 

The great difficulties to be contended with before 
the storage of electricity can be pronounced to be 
a practical success are those of mass, time, and 
durability ; the latter in the case of the Faure 
battery has yet to be proved to be sufficiently great 
to enable it to affect as little as possible the general 
working expenses.. The element of time is a very 


important one, and unless it can be brought | 
within reasonable bounds, it may prove a very 


serious obstacle to the success of the Faure system. 
It is the one element of which but little information 
has yet been received, and yet it is of the highest 
importance. If, as appears to be the case, as long 
a time is required to charge the cells as is required 
to discharge them, the electricity generated by the 


dynamo machine might almost just as well, in the 


machine as from the battery. In cases where the 
Faure battery would be really useful—that is, where 
it would be inconvenient to have machinery erected, 
or to have wires extended to convey the power— 
then the element of mass becomes a serious 
obstacle; great weight and large bulk compared 
with the amount of energy stored, the secondary 

cells certainly possess, and at present there does 
not seem much prospect of these being much 
reduced, and nothing less than a wholesale re- 
duction in these respects can, we think, make the 
arrangement a success. One horse-power per 
hour contained in a weight of 75 kilogrammes is 
not a large amount, and yet this quantity, which 
is claimed for the Faure cells, is stated, and has 
been proved by experiment, to be very much in 
excess of the truth. No doubt the economical 
storage of electricity will be effected sooner or 
later, and when it is thus effected it will mark an 
era in mechanical science, but as yet it is very far 
from being successfully carried out. 


RAILWAY SIGNAL REPEATERS AND 
LIGHT INDICATORS. 


By E. T. ROLLS, A.S.T.E., : 
Superintendent Western District, L. & S. W. Railway. 


Ir will be obvious to all sine with railway 
working that, no matter how perfect is the electric 
block apparatus for signalling trains, the safety of 
those trains must ultimately depend upon the 
electric signalling being accurately translated to 
the engine drivers by a correct signal out on the 

line. It being, therefore, of vital importance that 
the signalman should show a correct signal, it 
becomes a necessity that he should have means 
of assuring himself of the position of his signals, 
when from a multiplicity of causes they are out of 
sight from the cabin. 

Mechanical methods of various kinds have been 
employed for this purpose, but they have, as a 
rule, proved cumbrous and made way for electrical 
apparatus. 

The subject has had my attention for some years, 


quirement having stood the test of practice, a 
description of them may be interesting to some of 
the readers of this Journal. 


SIGNAL REPEATERS. 
From the context it will be plain that these, to be 


effects of line faults—earth or disconnection, and a 


must be cheap. : 


The first condition is obtained by arranging the 


majority of cases, be delivered direct from the 


and the means I have devised for meeting the re- . 


efficient, must be free from liability to error by the . 


great number being required upon a railway, they | 


| 
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| 
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battery at the signal post. Earth or disconnection 
then intervening between there and the cabin can 
produce no false signal upon the repeater, but in 
case of either fault happening, a neutral (drooping) 
position will be shown on the instrument, unalter- | 


of the semaphore signal, and moves with it. 
four rubbing contact springs, L, C, Z, E, are stationary, 
and the whole is protected by acover. With the 


The arrangement is shown in figs. I and 2. __ 
The contact maker, A, is firmly fixed on the axis 
The 


able by the signal lever, and the signalman will 
learn thereby that the apparatus requires attention. 

The second condition, economy of material, is 
attained by so arranging the connections that a 
single battery and one wire suffices for the three 


positions of the repeater—“on,” “neutral,” “off’— | 


while a thorough rubbing contact is always insured. 


_ sent to line, with the arm “ off,” fig. 


semaphore arm ‘‘on,” fig. I, a copper current is 
2, a zinc 
current is sent. These currents produce corres- 
ponding “on” and “off” signals upon the electric 
repeater, B,C. Intermediate (improper) positions 
of the semaphore signal by bringing the rubbing 


springs upon the insulated parts of a, disconnect 


FIG.I. 
A 
À Fic.2 
| ig | 
À | | | 
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the battery, the repeater drops to a neutral | 


position, and the signalman seeing this, pulls or 
throws his lever over once more, and, if necessary, 


regulates the signal wire until a correct signal is 


shown. 
The repeater instrument placed in the cabin, 
p, Cc, may be of any outward pattern, generally a 
miniature of the signal outside (and semaphores 
are now most common) ; it must of necessity contain 
inside an electro-magnet, magnetised needle, or both. 
An ingenious instrument of the needle form has 
been introduced upon the London and South 
Western Railway by Mr. C. Goldstone, the Com- 
pany’s Chief Superintendent. | | 
' In this the needle is so balanced that with one 


current the small semaphore borne upon its axis 


goes to “on,” with the reverse current it goes to 
“off,” and with no current it falls diagonally. 

The selection of the battery for this particular 
work is of importance. To be economical in main- 
tenance it must be capable of supplying a constant 
current for considerable time without attention, the 
more so as it is at a distance from the station. 
Further, its solutions must have a low freezing 


point, or they will become solid and inert in severe 
winter weather. 


These conditions I find fulfilled in the “ Howell” . 


cell.” Its e. m.f. is very high, about 2 volts, so 


that few cells are necessary, and compactness is 


gained. Its solutions only congeal at about 5° Fah., 


a temperature not likely to be reached inside its © 
case, and it will last on constant current through 


_the repeated resistance for ten or twelve weeks, and 
sometimes longer. | 


LIGHT REPEATERS, 


After various trials in this direction I have found | 


the form shown in fig. 3 the most successful of my 
attempts. It is very simple, cheap, and has the 
peculiarity of providing a superabundance of 
direct movement for making and breaking. contact 
without the intervention of any auxiliary aids 
for multiplying the actual lineal expansion of the 
metals employed, and this peculiarity insures a 
strong rubbing contact, desirable in all cases, but 
above all where the contact points are subjected to 
heat. The arrangement consists of two bimetal 
Er (brass and steel) joined at one extremity, 
a, Ng. 3. | 


The lower one next to the burner has itssteel facing © 


downwards. The upper one has its steel upwards. 

The heat of the lamp flame produces a curvature 
of the compound metal straps, causing them to fly 
apart attheir freeend. And this movement is further 
greatly increased by the tilting of the upper strap 
as it follows the motion imparted to it by its 
attachment to the lower. | 

So considerable, indeed, is this motion with a 
moderate amount of heat that a flexible tongue, c, 
set back on the upper strap is necessary to relieve 
the strain upon cooling, while at the same time it 
produces the rubbing contact alluded to, and affords 
means of regulating the time of make and break to 
such nicety that the signalman may be warned of 
an insufficient light requiring trimming, or gas, even 
without its total extinction. 
The apparatus in the cabin for calling the signal- 


* See TELEGRAPHIC JOURNAL, December 1st, 1879, page 388. 


mans attention consists of the battery and a 
trembling bell with indicator, showing “light in’ and 
“light out,” the former by gravity when the circuit 
is broken at the lamp (fig. 3), the latter by the 
current which simultaneously rings the bell when, on 
cooling, the circuit is completed by contact being 
made with earth at the lamp (fig. 4). | | 

During the day the battery is disconnected and 
only brought into circuit by inserting a peg at 
lighting-up time, and the signalman can always test 
the apparatus by inserting this pég before the metal 
straps break contact. RARE] | | 


| ELECTRIC INDUCTION BY STRESS. 


By S. W. ROBINSON, Professor of Physics and Mechanical 


. Engineering, Ohio State University. 


JouLE has shown that when a bar of iron is mag- 
netised by means of a helix and electric current 


_ the bar is elongated appreciably. These elongations 


have been measured by Prof. E. A. Dolbear. 

While undertaking some experiments in Decem- 
ber, 1878, it occurred to me that the inverse of this 
ought to be true, namely, the forced elongation of 
a bar of iron, surrounded by a helix, would give 
cause for an electric current through the helix and 
connections. A series of experiments followed 
which completely verified the supposition, a recital 
of which may be of interest. The publication of 
them was deferred from time to time in the hope 
of more varied experiments, and in the’ possible 
discovery of like experiments by others.” 

_ By placing one branch of a sounding tuning-fork 
near the pole of an electro-magnet, the coil of the 
latter having a Bell telephone in circuit, the tone — 
of the fork is found to be reproduced in the tele- 
phone. But this is like using a Bell telephone for a 
transmitter, the branch of the fork'in the present 
case serving for an armature, as does the diaphragm 
in that instrument. Again, when an iron bar is 
fastened at its centre and made to vibrate longitudi- 
nally near an electro-magnet, a telephone in circuit 
will speak, and for the same reasons as before. 
Remove the core of the magnet and the sound is 
still heard at the telephone, and it is not necessary 
that the bar be a magnet. Bars of iron were 
selected that possessed a minimum amount of 
magnetism, in fact an almost inappreciable mag- 
netism, and still a loud sound was emitted by the 
telephone. 

The helix used had no iron about it when the 
core was removed, and the opening for the core 
was large enough to encompass the bar without 
touching it. The bars used were several times the 
length of the helix. 

At first it was supposed that the motion of the 
iron longitudinally was chiefly concerned in the 
production of sound. On this supposition the 
sound would diminish as the helix was moved 
toward the middle of the bar where it was firmly 


- secured in a clamp for longitudinal vibration. But 


instead of this, the intensity was increased, and to 
such an extent that the auditor at the telephone in 
a distant room could positively say whether the 


| 
i 
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coil was at the end or at the middle of the 
longitudinally vibrating bar. This made it clear 


that the sounds observed were not to be explained | 


altogether on the ground of vibratory motion of 
the particles of the bar, because the motion of the 
bar at its middle is #77 when clamped at this point 
and vibrating longitudinally at its fundamental, 
while at the ends we have a maximum degree of 
vibratory motion. But at the middle of a bar thus 
conditioned we have a node, and the strains are 
here known to be those of extension and com- 
pression and at a maximum for the bar, while at 
the ends, the alternating strains are z7/, that is, 
where the motion is greatest the strains are least, 
and vice versa. It seems, therefore, certain that at 
the middle the sound is chiefly due to the vibratory 
stresses, while at the ends it is almost entirely due 
to motion. 

The engraving shows the apparatus. Rods were 
used which were from one-quarter to one-half inch 


in diameter and three feet long. The coil was 
about three inches long, and so connected with the 
free circuit wires that it could readily be moved 
along the rod. As the clamp prevented placing the 
coil exactly at the middle of the bar, the latter, to 
test this point, was taken out and suspended by 
two filaments so light as not to interfere with the 
vibration, and the bar made to vibrate longitudinally 
by striking on the end with a mallet. The coil 
was placed directly at the middle and also shifted 
to right and left, but the sound was still loudest at 
the middle. Sounds produced by the transverse 
vibrations, now accidentally occurring and mixing 
with those due to the longitudinal vibrations, were 
heard, but were readily distinguished by the pitch 
of tone. These were separated from the above 


consideration of longitudinal vibrations. 


To further test the matter of electric induction 
by stress, a rod was passed through the coil, and 
the rod put under tension in a testing machine. A 
galvanometer now placed in the circuit became very 


active as the strain was put on. The bar was an 
ordinary three-eighths rod of commercial bar iron. 
It was at once found to be permanently stretching, 
and the galvanometer needle was all the while flyin 

about as the extension continued. When the bar 
was removed, it was found to be strongly magnetic, 
much more so than it could have been when put in. 
It was also heated. Ittherefore seemed difficult to 
determine whether the observed currents of electric 
induction were due to strain, stretch, magnetism, 


. motion, or heat, in part or together. 


A piece of white chilled cast iron was then 
tested to 42,000 lb. compression, and found to resist 


_the full power of the machine without crushing or 


set. The coil was then placed around the rod, and 
the test for stress-electric induction applied. Under 
compressive strains the needle gave unmistakable 
evidence of electric currents, though they were 
much feebler than in the previous case of soft iron. 

Experiments on steel bars, not magnetised, gave 


appreciably the same effects as iron bars. Magne- 
tised steel was not tried, but it is presumed that at 
the end of the bar magnet vibrating longitudinally 
the sounds would be intensified, while at the middle 
of the bar, normally magnetised, the sounds 
probably would not materially differ from those 
obtained from non-magnetic bars. | 

A few other metals were tried, copper and brass 
particularly, but no sounds were heard from them. 
These experiments, though far from being complete 
and exhaustive of the subject, warrant us in the 
following conclusions, namely :— 

ist. That the fact of Joule, of the distortion of 
bars of iron by magnetisation with electric currents, 
is operative in the inverse order, namely, distortion 
of bars by mechanical force induces electric currents 
in surrounding coils. 

2nd. Most other metals than iron or steel give 
but feeble if any observable results of stress-electric 
induction.— Scientific American. 
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Electrotyping, a Practical Manual. By J. W. Urgu- 
HART, C.E. London: Crosby Lockwood & Co. 


Te art of electrotyping, as distinct from electro- 
plating, has now become an important industry, 
and, like other branches of manufacturing art, it 
requires a manual to explain to the rising gene- 


ration what processes are involved in carrying on — 


the work of the electrotyper. The book before us 
is certainly a good attempt to supply a real want. 
Following the usual fashion, Mr. Urquhart has 
attempted in the introduction to give some expla- 
nation of the theory of the electric battery, the 
meaning of the various electrical units, &c. Such 
matter is, we think, of but very little, if any, prac- 
tical value to those who are likely to study the 
book. Those who wish to get a clear insight into the 
whole of the principles involved will certainly not 
be much enlightened by descriptions which, to be 
of real value, cannot but be lengthy: But although 


much of the matter in the introduction might have 


been left out without injury to the book, still there 
is a good deal which could be read with great ad- 
vantage, and which is an indication that the author 
is quite at home on the subject he treats of. 

In the chapter on sources of electricity Mr. 
Urquhart gives very many most useful hints. with 
reference to the construction of batteries, and he 
points out with reference to the battery which is a 
very favourite one with amateurs, namely, the 
Smee, that its usual construction is anything but a 
good one. Philosophical instrument makers, it 
must be admitted, are not, as a rule, very happy in 
the designs of the instruments and batteries they 
supply, as amateurs often find.to their cost. 

It seems somewhat curious that the Smee, which 
is by no means a constant battery, should have 


proved to be such a favourite one with electro- © 


typers. The Daniell, it seems, has not found so 
much favour as its constant properties would 
appear to warrant. In speaking of the Daniell 
battery many thoroughly practical and useful hints 
are given with reference to the proper arrangement 
and maintenance of the cells. It is wonderful what 
a difference a little attention to such hints will 
make in the working of a battery. 

Speaking of the bending of battery zincs, Mr. 
‘Urquhart states that if the latter be heated by 
being plunged into boiling water they may be 
easily curved and bent to the required shapes. 
This is certainly a very useful fact to know, and 
one which may save a great deal of trouble. 

The thermo-electric battery seems eminently 
suitable for electrotyping and electro-plating pur- 
poses. Nearly all those hitherto tried have, how- 
ever, failed in their action eventually. The princi- 
pal cause of this has, we believe, been due to the 
fact that the piles have been subjected too often to 
alternations of heat and cold, which has “ racked” 
the junctions of the dissimilar metals and caused 
eventual disconnection faults: If the piles were 
kept continually warm they would probably last for 
an indefinite period, and would prove very econo- 
mical, in spite of the comparatively large consump- 
tion of gas which would be required to keep up the 


continual heat. The thermopile is certainly par 
excellence a clean source of electricity. | 

The “safety current interrupter” invented by 
Mr. Urquhart, and used for the purpose of prevent- 
ing the reversal of the current which might take 
place when the latter is generated by a dynamo 
machine, is certainly as simple and as effective an 
arrangement as could be desired. : | 

The chapters of the book on “Solutions,” “ De- 
positing and Moulding Apparatus,” “Preparation 
of the Work,” &c., are written in a very practical 
manner, and give such details as are very essential 
to insure success. Altogether we must confess 
that the book is an excellent addition to the grow- 
ing list of electrical works, and is by no means a 
merely ornamental volume. It is one which every 
one who wishes to know about electro-plating 
should purchase. : | 


Electricity. By FLEEMING JENKIN, F.R.S. London : 
Society for Promoting Christian Knowledge. 


PROFESSOR JENKIN is so well known in the elec- 
trical scientific world that any book from his pen 


must command popularity. The task. of writing 


the treatise must have been a somewhat difficult 
one, considering that there are but 120 small pages 
of matter, and that the subject treated of is of such 
vast extension, Altogether the information given 
has been judiciously chosen, although the work by 
itself is hardly one which could with advantage be 
put into the hands of any one who commences to 


study the subject for the first time. : 


A Handbook of Electrical a esting. By H. R. 


Kempe. New edition, revised and enlarged. 
E. and F. N. Spon, London. 


Hotes. 


ON THE INFLUENCE OF TEMPERATURE UPON SELE- 
NIUM TELEPHONIC RECEIVERS.—M. E. Mercadier con- 
cludes from experiments undertaken that radiophonic 
receivers, constructed of selenium, tend more or less 
rapidly to a state of stability relatively to the effects of 
temperature. Atordinary temperatures, and even up to 
100° C., the resistance of these receivers varies in- 
versely as the temperature between 5° or 6° to 35°, 
these variations may be considered approximately as 
mutually proportionate. 


On THE THERMIC LAWS OF THE EXCITING SPARK 
OF CONDENSERS.—By M. E, Villarii—The author 
terms the “ exciting spark” of the discharge of a con- 
denser that which is produced against the exciter, 
whilst he names that which is formed in an interrup- 
tion the ‘conjunctive spark.” The properties of the 
latter he has explained elsewhere. To study the heat 
of the exciting spark he has constructed an ‘exciter | 
thermometer,” which consists of an exciter inclosed in 
a glass globe. By means of two tubulures this globe 
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‘was supported by two bands of ebonite, upon which it 
could turn around a horizontal axis and close the circuit 
of a battery to which it was connected at the moment 
of the discharge, the spark bursting in the balloon. 
The heat developed was measured by the displacement 
of an indicator of glycerine and water contained in a 
vertical tube of glass attached to the globe. On experi- 
menting with this apparatus for different charges com- 
municated to one and the same battery, he hasfound as 
a mean result, and within the limits of his researches, 
that the heat developed by the exciting spark alone is 
approximately proportional to the square of the charges. 
This law is not general, for the experiments are com- 
plicated by various phenomena. The glass of the jars 
does not always retain electric charges well, and jars are 
amet with which cannot be charged. It is necessary to 
select jars and to coat them with a good lac varnish. 

Further, he has found when experimenting with high 
potentials that energetic interior discharges are pro- 
duced in the jars, and there is a development of heat 
to the detriment of that which accompanies the exterior 
exciting spark, 

He has also remodelled his thermometer, and on 
repeating his experiments has obtained concordant 
results which may be summed up as follows :— 

1. The heat of the exciting spark increases more 
rapidly than the third power of the charges for a small 
potential. 

2. For a medium potential it increases as the squares 
of the charges. . | | 

3. For a very high potential it increases as the 
charges, 

It is probable that account should be taken of the 
influence of internal discharges. They are very small 
for small potentials, but increase very rapidly as the 
potential is augmented. 

He has also studied how the heat produced by the 


spark varies with the quantity of electricity, the poten- 


tial remaining constant. He finds that the heat of the 
exciting spark alone grows a little less rapidly than the 
charge when the potential is constant. More exactly 
when the charge increases from 1 to 2,the heat pro- 
duced rises from 1 to 1°77. à 

He has also caused the potential of a constant 
charge to vary, accumulating it in a variable number of 
bottles, and has proved that the heat of the exciting 
spark alone increases: 


1. More rapidly than the potentials, if they are small. 


2. As the potentials, if they are medium. 

3. Much less than the potentials, or even decreases 

if the latter are very high. These different effects are 
also affected by internal discharges. In case of small 
potentials, he finds that on increasing the potential 
. from 1 to 2 (12 of the electrometric charges being at 
first distributed in 24, and then in 12 equal jars), the 
heat of the spark increases in the ratio of 1 to 3°81. 
- To sum up, it may be said that for small potentials, 
when in a condenser, the charge and the potential are 
made to increase at the same time and in the same 
proportions (as occurs when the electric mass is aug- 
mented in one and the same battery), in the ratio of 1 
to 2, the heat of the spark should increase, according 
to the foregoing results, in the proportion of 1: 
1°77 x 3°81, that is 1: 6°74. If we know the heat de- 
_ veloped by, the spark of charge 1, we may determine, 
‘in this indirect manner, and the heat determined by a 
charge 2 accumulated in the same condenser. 

The author’s experiments show a complete agree- 
ment between the quantity of heat, as determined by 
direct measurements and as calculated by the indirect 
method. 

The law of the surfaces of condensers is evidently 
intimately connected with that of the potentials; thus 


the same three cases which have been indicated for the 
laws of potentials will be distinguished for surfaces. 

From the foregoing it results that for a determined 
potential of a given charge the heat developed js 
divided between the internal spark and the externa] 
“exciting spark” in such a manner that in the latter 
it augments proportionally to the squares of the 
charges, and in an inverse ratio to the surface of the 
condensers. ott 

These laws, which may be named the limiting laws of 
the spark, are the same as those which apply to metallic 
wires. It may thus be said that: | tee | 

The heat developed by the spark is proportional to — 
the quantity of electricity multiplied by the electric 


‘density, or it is proportional to the quantity of elec. 


tricity for the fall of the potential. | 

A part of the spark may be replaced by a metallic 
wire, and vice versa. Itis necessary that the sum of all 
the other effects produced by the spark should follow 
the same laws. | | oe 

There is, however, an essential difference between 
the spark and the wires, as far as thermic phenomena 
are concerned. The spark increases both in length 
and section in proportion as the charges and the poten- 
tials increase. . It may, therefore, be regarded as a 
variable conductor, in which the heat may be a func- 
tion of the number of the component gaseous mole- 
cules, and perhaps of their temperature, _—_. | 

In metallic wires, which may be regarded as fixed 
conductors, the thermic power is an exclusive function 


_ of the temperature.—Comptes Rendus.. 


M. GASTON PLANTÉ writes to us to say that it is not 
his intention to establish works for the manufacture of 
his secondary couples, as was stated in. our last issue; 
these couples have been constructed for some time 
past in the workshops of M, Breguet. It is also a 
mistake to suppose, as has been stated, that the modi- 
fication of the Planté couples, made by M. Faure, can- 
not be charged by dynamo-electric machines, whilst the 
ordinary form can. M. Planté says simply that magneto- 
electric machines do not answer as well as batteries for 
the charging of his couples,. either prepared or unpre- 
pared, as, in consequence of the inequalities of the 
electro-motive force of the current given by the 
machines, a portion of the charge taken can discharge 
itself proportionally in the circuit of the machine when 
the electro-motive force of the latter falls below a cer- 
tain point. M. Planté thinks, nevertheless, that it 
would be more advantageous to store up the electricity 
of machines than of batteries, now that voltaic elec- 
tricity is produced by mechanical work in greater 
quantity, and with greater economy, than by chemical 
action, (For a full illustrated description of the Planté 
battery see TELEGRAPHIC JOURNAL, Dec, 1st, 1875.) 


IN the House of Commons on the 8th inst. the 
Attorney-General, in answer to a question put by Sir 
H. Tyler as to the responsibility of local authorities for 
the safety of the public as regarded casualties from the 
fracture of the telegraph wires stretched over the public 
thoroughfares, said that by the Act of 1863, sections 
9, 10, and 12, telegraph companies were restrained from 
placing posts and wires along thoroughfares without 
the consent of the body having control of such thorough- 
fares. By the Act of 1868 the Act of 1863 was made 
to apply to the Postmaster-General. So this Act only 
restrained telegraph companies and. the Postmaster- 
General; but in relation to other public bodies and to 
private individuals placing posts and wires along the 
public thoroughfares, the responsibility of. seeing that 
they were placed properly, and did not cause danger to 
the public, rested with the body having the control of 
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the streets and highways. | 
Government nothing had arisen to render necessary a 
departmental inquiry with a view to avoid the risk to 
persons using the thoroughfares under the telegraph 
wires, If any wire were erected to which the local 


authority took exception on the score of danger to the 


public, they could restrain the Postmaster-General in 
the matter. 4574 


Her MaAJEsTy's GOVERNMENT have appointed the 
Earl of Crawford and Balcarres Chief Commissioner, 
and Sir Charles T. Bright, Professor D, E. Hughes, 
F.R.S., and Lieutenant-Colonel C. E. Webber, R.E., as 


Commissioners, at the forthcoming Electrical Exhibi- 


tion and Congress at Paris. 


In accordance with a resolution unanimously passed 


at a meeting of the British exhibitors at the Paris 


Electrical Exhibition, subscriptions towards a gua- 


rantee fund for the decoration, maintenance, and service 


of the British section were invited. A considerable 
sum has already been subscribed. 


- Tue Weston Company has commenced an action 
against the Brush Lighting Companies in the United 
States for an alleged infringement of patent. The 
claim is for one of the most important features of the 
Brush system. 


THE tramcar recently tried in Paris was driven by © 
160 Faure accumulators, the cost of the latter being 


£800, and weighing a ton and a quarter. © 


THE combination of Wheatstone bridge in a battery- 


circuit, with a transmitter placed in one of the arms of 
the bridge, and a main line which forms the cross-wire | 


of the bridge, and a receiver placed in the main line, 


which is shown by the figure, has recently been patented 
in the United States.. (Patent No. 243,311, dated April 
22nd, 1881.) 


A system of lighting and extinguishing gas lamps b 
pneumatic action is now under trial in Sheffield. The 
system is the invention of Mr. G. Weston. 


A LARGE ELECTRO-MAGNET.—MM. Von Feilitzsch 
and W. Holtz have recently made, for the University of 
Greifowald, an electro-magnet of enormous dimensions. 
The price of a bar of iron made in one single piece 
would have been too expensive, whilst on the other 
hand, in a system formed of several pieces, poles be- 
come developed at the contacts. The electro-magnet 


In the opinion of the. 


was, therefore, constructed of 28 plates of iron, 7 milli- 
metres thick, bent into a horseshoe shape, and of 
a size such that their combination forms a cylinder 195 


millimetres in diameter, These plates are varnished, 


in order to avoid the formation of extra currents ; 
they are connected together by iron bands, and so ar- 
ranged as to form a cylinder of uniform diameter. 
The total height is 125 centimetres, the distance be- 
tween the poles 596 millimetres; the total weight 628 
kilogrammes. The magnetising helix is composed of 
100 kilogrammes of plates of copper, forming 15 
layers, insulated from one another by gutta percha. 
Outside there are 175 kilogrammes of wire, 2 milli- 
metres thick, forming 5 double layers of wire, and the 
extremities of the different parts of the circuit com- 
municate with terminals fixed on insulated columns, 
which allow of any required connections being made. 
The poles are topped with two plates, 33 millimetres 
thick, which can be set at any required distance apart, 
and are capable of carrying various accessories. A 
movable plate, placed between the two branches, can 


‘be placed at any convenient height for the experiments. 


With this apparatus, excited by 50 small Grove cells, 
it was possible to melt in two minutes 40 grammes of 
Wood’s metal by Foucault’s experiment, and if the 


poles were set close, the resistance stopped the move- 
ment in spite of the tension of the driving band. It is 


very easy to show the rotation of the plane of polarisa- 
tion in heavy glass, when the latter is traversed by a 
ray of light, &c. In this apparatus, as has been pointed 
out, the bar of iron weighs 628 kilogrammes, and the 
wire 275 kilogrammes, whilst in the one constructed 
by Plücker, and which was the largest existing, the 
weights were only 84 and 35 kilogrammes respectively. 


_—Les Mondes. 


Dr. OLIVER J. LODGE, has been appointed to the 


Lyon-Jones Professorship of Experimental Physics and 


Mathematics by the Councils of University College, 


Liverpool, and of the Liverpool Royal Infirmary School 
of Medicine. 


A PATENT for an electric cable (No. 242,894, dated 
May oth, 1881), has recently been taken out in the 
United States by Mr. Patrick Delany, The cable, 
which is shown by the figure, consists of a lead tube 
fiattened out, and containing insulated wires inserted 


inside. Inthe manufacture the cable is passed between 


corrugated rollers, which press the lead close around 
the insulated wires, The lead tube is connected to 
the ground, and at junction the wires are crossed tc 
avoid inductioa. | | | | 


BELGIUM will take a considerable share in the forth- 
coming Paris Exhibition, The number of exhibitors is 
over a hundred, Among other exhibits the Jaspar 
regulator and the lampe-soleil of MM. Clerc and 
Bureau will compete prominently with the numerous 
other systems of electric lighting. Of telephone spe- 
cialists M. de Locht-Labye will show his pan-telephone 
in action, and M, Navez’s researches will doubtless 
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receive due attention. Meteorological instruments will 
be specially represented by those of M. Van Ryssel- 
berghe, with which the indications of a meteorograph 
at a distance are registered directly at Brussels Ob- 
servatory. Colonel Leboulangé will exhibit ballistic 
apparatus of special type, and his ingenious dronometer 
and dromoscope for controlling the velocity of trains, 
especially at dangerous points, Various kinds of 
telegraph wire will be shown, and a special interest 
will attach to the wires of phosphor bronze from the 
works of M. Montefiore Lévy ; these wires have a con- 
ductivity four times that of iron, and their tenacity being 


also much greater, lines may be made in which the 


wire section is greatly reduced. An official and special 
catalogue is being prepared for the Belgian section ; it 
will comprise an introductory notice by M. Bonneux on 
electrical science and industry in that country.— 
Nature. | 


FROM experiments made by Herr Muraska, it 
appears that graphite conducts the best of any variety 
of carbon, whilst its resistance varies the greatest by 
variation of temperature. It is thus thermo-electrically 
negative to all known varieties of carbon. 


THERE are now nearly 150 offices connected by 
telephones in Hamburg. 7 | 


‘Tue ss. Chateau Leoville, built for a French com- 
pany, and recently launched at Sunderland, is to be 
fitted with the Swan incandescent lamp. 


THE French Minister of Postal Telegraphy recently 
sent to the several telegraphic offices forms for record- 
ing all the observations connected with thunderstorms. 
The forms have been drawn up by M. Mascart, the 
head of the Meteorological Office, and printed at its 
expense. 


THE telephone shown by the figure has been patented 
(No. 242,816, dated Nov. 28th, 1877) in the United 
States by C. Cuttress and J. Redding, assignors to J. 
Wentworth Brown and H. Hyde. The arrangement 


1 


à , 
LA 


consists of a tympanum or plate rigidly supported at 


its edges, but free to vibrate at its centre, with a hollow 


cylindrical helix of insulated wire mounted axially upon 


the tympanum. 


Mr. Epison has patented (No. 242,806, dated 
Dec. 15th, 1881) the incandescent lamp shown by the 


| 


figure. The novelty of the arrangement lies in the 
combination, with the incandescing loop of an electric 


lamp, of a support arranged to maintain the carbon 
loop in its normal position. 


THE time-ball recently erected at Kansas City, and 
which is dropped as a part of the time service of the 
Morrison Observatory, is the first attempt in this 
direction in the West. It was paid for chiefly by an 
appropriation of the City Council of that city. The 
site selected was the large building just erected by the 
Messrs. Bullene, Moores & Emory, on Delaware Street, 
The ball when raised to the top of the staff is about 
140 feet above the street, and is generally visible to the 
business portion of the city. The ball, which passes 
over the staff, is simply a wire skeleton covered with 
canvas and painted black, and is about three feet in 
diameter. It was loaded on the inside with lead until 
it was found to drop instantly and without loss of time, 


|. It has a drop of about twenty-five feet and is slowed up 


as it reaches the bottom, and is received upon a set of 
tall springs surmounted by a stout cushion. The 
apparatus by means of which the ball is dropped at 
precisely the right instant was constructed under the 
direction of Mr. W. F. Gardner, the instrument maker 
of the Naval Observatory at Washington. It is of a very 
simple form, and is found to answer all requirements. 
This has been found to work easily and without loss of 
time, and can scarcely get out of order. The entire 
cost of mounting the ball and machinery was only 
about 120 dollars, and with this small amount it was 
necessary to use the utmost economy in the purchase 
of materials and apparatus, Kansas City is about one 
hundred miles from the Observatory, and except in 
cases of breaking of the wire, when the ball cannot be 
dropped at all, it is dropped within one or two-tenths 
of a second of correct time.—Science. | | 


THE United Telephone Company has just concluded 
an arrangement with the Postmaster-General, under 


’ which three of the Company’s principal Exchanges will 


be at once connected by the telephone with the 
Telegraph Department at St. Martin’s-le-Grand. Each 
subscriber to the Company’s Exchanges will thus be 
placed in immediate and direct communication with the 
Post Office, and will be able to transmit messages 
through the telephone direct to the Central Telegraph 
Office, whence they will be delivered within a short 
radius of St. Martin’s-le-Grand, or forwarded by 
telegraph to other parts of London or the United 
Kingdom, 


_ Tue Anglo-American Telegraph Company announce 
that the Brest-St. Pierre cable laid in 1869, which was 
broken on the 12th November last, has been picked up 
in 1,700 fathoms of water and repaired. As a conse- 


quence, telegraphic communication between France and 


the United States of America by this Company’s cable 
via Brest has been restored. 


La CoMPAGNIE FRANGAISE DU TELEGRAPHE DE 
Paris A NEw YORK.—Some very interesting state- 
ments respecting this company have recently been 
published in Zruth. We would refer those of our 
readers who are desirous of obtaining them to the 
issues of that paper for June 23rd and 3oth, and 


July 7th. | 


THE electric lights in Cheapside, says the Daily News, 
as far as Queen Street, St. Paul’s Churchyard, Ludgate 


- 
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Hill, Bridge Street, and Blackfriars Bridge—that 
portion of the City served by the Brush system—failed 
on Sunday night last, and recourse.had to be made to 
the gas lamps. 4 | 


Te United States Circuit Court, on June 27th, Judge 
Lowell, rendered a decree fer the complainants in the 
suit of the American Bell Telephone Company et al 
v. Albert Spencer ef al. This was a bill in equity 
alleging infringement of two patents granted to Alex- 
ander Graham Bell. The defendants admitted that 


they had infringed some valid claims of the second | 


patent, but the plaintiffs have given them no evidence 
of such infringement.. They rely entirely upon the 
fourth claim of the first patent, which is much more 
comprehensive in its scope. This claim was-that the 
defendants are using a method and apparatus for trans- 
mitting vocal sounds which resemble those of the 
plaintiff in producing electrical undulations, copied 
from the vibrations of a diaphragm, and sending them 
along a wire to a similar receiver at the other end. 
The court decides that the specific method of producing 
the electrical undulations is different. It is made on 
the principle of the microphone, which has been very 
much improved since the date of the first Beli patent. 
The judge says:—"If the Bell patents were for a mere 
arrangement or combination of old devices to produce 
a somewhat better result in a known art, then, no 
doubt, a person who substituted a new element not 
known at the date of the patent might escape the 
charge of infringement. 
art, that of transmitting speech by electricity, and has 
_ a right to hold the broadest claim for it which can be 
permitted in any case—not to the abstract right of 
sending sounds ‘by telegraph without any regard to 
means, but to all means and processes which he has 
both invented and claimed.”—Operator. | 


SCHUCKERT'S DIFFERENTIAL RinG-LAMP.—This 
= lamp, for which Sigmund Schuckert, of Nurnberg, 
has taken out a German patent (No. 13,619), is in 
principle an electro-magnetic machine, through which, 
while burning, two currents constantly pass, tending to 


turn a rotatory inductor in opposite directions. One 
of these is the main current which passes through the 
luminous arc, whilst the other is introduced asa branch- 
current and does not traverse the arc. As is shown in 
diagram fig. 1, the current is introduced by the pencil 


But Bell discovered a new. 


at a into the ring-inductor, from which it issues again 
ata}, Hereit is divided, one branch (the main current) 
passing to the electro-magnets, s and n, and through 
the luminous arc back to the machine, the branch- 
current flowing through the electro-magnets, N? and s?, 
and returning from here direct to the machine. The 
coils and the resistances of the branches, s, N, ands}, N}, 
are so arranged that for a given magnitude and a 
corresponding resistance of the luminous arc, the 
magnetic actions of both upon the inductor are in 
equilibrium. If the resistance of the luminous arc is 
modified, the resistance of the circuit of the main cur- 
rent is affected correspondingly, and according to the 
increase or decrease of this resistance the magnetic 
action of the by-current and of the main-current upon 
the ring-inductor predominates. | 
Schuckert carries out this principle in various con- 
structions, one of which is shown in fig. 2. The induc- 


tor, which here takes the form of a flat ring, carries a 
female screw, into which the upper carbon-holder, pro- 
vided with a screw-thread, is introduced. As the ring, 
according to the ratio of resistance between the main - 
current and the by-current, is affected by one or the 
other, the carbon-holder moves upwards and down- 
wards, and thus the magnitude of the luminous arc is 
regulated, independently of the total strength of the 
current. This internal regulation of the lamp permits 


_the introduction of several lamps in one common 


circuit.—Ælectrotechnische Zeitschrift. 


THE Standard says :—‘“ Numerous complaints reach 
us as to the frequently recurring inaccuracies in the 
Stock Exchange prices impressed upon the tapes of the 
Exchange Telegraph Company, The inconvenience — 
caused to stockbrokers in consequence is considerable, 
clients at a distance constantly calling their attention 
to discrepancies between the tape figures and those at 
which business is actually transacted.” This, we pre- 
sume, means that the apparatus is defectively adjusted. 
We do not recollect having heard of any complaints 
before, although the system has been at work for 
several years. | | 


THE arrival in the Thames of a steamer from the 
Clyde steered by electric apparatus has excited much 
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attention in. scientific circles. The experiment was 
highly successful with one important exception, which 
does not appear. to be generally known. The electric 
apparatus steered the ship, but it so eccentrically 
affected the compasses that they were of no use. We 
are not aware from what cause this peculiar effect 
arose, but there seems no reason to suppose that it 


cannot easily be overcome, - | | 


THE WESTERN AND BRAZILIAN TELEGRAPH CoM- 
PANY (Limited).—A Te pe report has been 
issued by the directors of this company with reference 


_to the actions in progress for the recovery of large 


sums of money alleged to have been improperly ex- 
pended in the promotion of the company. It would 


appear that, as has all along been expected, offers of 


compromise have been received. The directors say 
that ‘‘they have good reason to believe that a com- 
promise of these actions, as against the great majority 


of the defendants, can be effected, whereby the company > 


will receive a sum of £100,000 in cash and £110,000 
nominal in shares, with liberty to the defendants to 
substitute for the latter the fixed sum of £8 per share, 


_and reserving the rights of the company as against the 


remaining defendants, the company defraying its own 


expenses, and conceding to the liquidators of Hooper's 
Telegraph Works (Limited) one moiety of such portion 
of the assets of the Central American Telegraph Com- 
pany (Limited) as may be agreed or determined to 
belong to this company in respect of their claim upon 
the Central Company, The directors are unanimously 
of opinion, having regard to all the circumstances, 
that it will, in the interests of the company, be ex- 
pedient to make such a compromise.” | 


THE Eastern Telegraphic Company notify the inter. 


ruption of their Aden-Bombay cables near the shore 


at Bombay. Until they are restored telegrams for 


India, China, Australia, &c., should be sent by the lines 
of the Indo-European Telegraph Company. 3 


AT the ensuing meeting of the India Rubber, Gutta 
Percha, and. Telegraph Works Company (Limited), the 
directors will recommend the distribution of an interim 
dividend of ros, per share, free of income tax, being at 
the rate of 10 per cent. per annum, ~ 


Correspondence. 


CONTACT-TELEPHONE OR MICROPHONE 
TRANSMITTER. 


To the Editor of THE TELEGRAPHIC JOURNAL. 


S1Rr,—I notice on page 259 of the TELEGRAPHIC JouR- 
NAL for the 1st inst. that M, Emile Berliner claims to 
have been the originalinventor of the contact-telephone 
or microphone. I therefore venture to inform you that I 
made and had a transmitter (similar to that shown in 
the diagram accompanying the description of M. Emile 
Berliner’s contact-telephone) in use experimentally as 
early as November, 1878. My transmitter was de- 
scribed in the Somerset County Gazette of November 
19th, 1878, as follows :— | 


“The instrument consists of a diaphragm made of 
ferrotype plate fastened in'a vertical position. In the 
centre of the diaphragm a piece of carbon is secured, 
The base of the carbon is against the back of the 
diaphragm, and its point rests lightly against another 
piece of carbon, which is fixed on the top of a brass 
spring. There is a screw in the rear of the spring for 
adjusting purposes. This, simple: instrument, when 
connected to a telephone” and battery, will transmit 


| articulate and other sounds very distinctly.” 


. Yours obediently. 

‘ F. Le ip HAYNES. 
 Taunton. | 
July 4th, 1881. 7 a | 
P.S.—Can you kindly furnish me with the date of 


the first patent taken out for carbon transmitters?— 
F.T. | 


[Berliner’s first patent was applied for on April 4th, 
1877. For further information on the subject, we would 
refer you to the third note on page 406 of the TELE- 


GRAPHIC JouRNAL for Dec. 1st, 1880.—Eb. TEL. Jour.] 


IMPROVED ELECTRO-MOTIVE ENGINE. 


To the Editor of TUE TELEGRAPHIC JOURNAL. 


Sir,—In answer to your correspondent, “ Volt,” 
regarding the motor I described at p. 229, it will be 
well to premise that the term one man-power is very 
indefinite and indeed unsatisfactory, since no one knows 
what a man-power is unless we assume it to approximate 


somewhat to the sixth-part of a horse-power—that is, | 


5,500 foot lbs. in a minute. This energy the motor 
described will not exert. Its limit of power is, probably, 
less than one-fifth of this—that is, 1,000 foot Ibs., with 
three of my sustaining cells, as described. Since the 
resistance of both armature and field magnet is low, an 
electro-motive force of about six volts at the seat of 
generation of current suffices to give a great velocity 
to the armature, and this e. m. f. is obtainable by the 
use of three cells. As to their size, plates presenting an 
active surface of about 60 square inches—say plates, 
6 by 5—will suffice. Asa matter of course, if it be 
desirable to have at command a greater mechanical 
power than that mentioned, both engine and generator 
must be enlarged. As to the cells, I have been 
improving them, and can now, from cells of the same 
bulk as I before used, obtain a sustained current for 
double the time without any attention. With a cell 
or containing vessel as already described, capable of 
containing one gallon of liquid, I can obtain a constant 
current for six or eight hours at a time, I shall 


endeavour to offer constructional particulars of the 
new cell. A 


Patents—1881. 


2823. ‘ Secondary batteries.” A, P. Laurie. Dated ~ 
June 28. 


2826. ‘‘ Electric fuses,” 
Dated June 28, 


2833. “ Improvements in electric incandescent lamps 


and in burners for same,” G. G. ANDRÉ and E. EASTON. 
Dated June 28. 


2846. “Apparatus for transmitting sounds by means 
of electricity.” E.J. Paterson. Dated June 29. 


D, JoHnsox and E. Spon. 
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2848. “ Treatment of carbon for electric lighting and 
other purposes.” J.G. Lorrain. Dated June 29. 
2851. ‘‘ Electric lighting apparatus.” R. LAKE, 
(Communicated by J. J. Wood.) Dated June 29. 
2867. “ Telephonic apparatus.” W. E: Potter. 
Dated July 1. | | 
2879. “Improvements in railway signalling and in 
apparatus : for effecting the same by electricity.” 
Tver. Dated July 1. | | 
2930. “Electric lamps.” 
2943. Electro-magnetic motors.” S. Pitt, 
municated by M. G. Farmer.) Complete, 
July 5. 


E. P. Warp.  Dated 


(Com- 
Dated 


2944. “ Manufacture of electric telegraph wire ropes 


or cables.” J.P. Hooper. Dated July s. . 


2954. ‘‘ Magneto or dynamo-electric machines or 
electric engines.” P. JENSEN. (Communicated by 
T. A. Edison.) Dated July 6. 


paratus.” 


2086. « Telephonic signalling and ‘commutating 
apparatus.” J. Imray. (Communicated by C. Ader.) 
Dated July 7. | 

2988, ‘‘ Improvements in telephonic apparatus, part 
of which improvements ‘is also applicable, to other 
electrical. or magnetic apparatus,” G,, L. ANDERS. 

2080.‘ Apparatus for the transmission of power by 
electricity.” J. Hopkinson. Dated July 7. 

2095. “ Telephonic and telegraphic’ signalling ap- 

A. C. Brown and H. A. C. SAUNDERS, | 
3015. “Improvements in electric lighting apparatus, 


which invention comprises mechanism applicable for 


other purposes,” W. R. Lake. (Communicated by 
J. J.C. W. Greb.) Dated July 8. 

3032. “ Improvements in regulating electric currents, 
and in the apparatus or means employed therein.” 


Sir W. THomson. Dated July 9. . 


ABSTRACTS OF PUBLISHED 
SPECIFICATIONS, 1880. 


4049. ‘‘ Electric machines.” A. W. L. REDDIE. (A 
communication from abroad by MM, A. Biloret 
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and C. Mora, of Paris.) Dated Oct. 5. 6d. In this 
invention the induced current in a dynamo machine is 
passed round all the poles of the field magnets at once, 
and a current from each pole where the wire of that 
pole comes out can be utilised, so that there will be 


- four distinct currents with the Gramme or Siemens 


machines, which have four poles, and two currents with 
the Lontin machine, which has but two poles. The 


invention also relates to an improvement by which 


greater solidity is imparted to the armatures of 


FIG.4 


ut 


Le 


dynamo or magneto-electric machines. Fig. 1 re- 


presents a front view partly in section of a dynamo- 
electric machine. Fig. 2 is a plan view of the same, 
also partly in section. 4, 6, are the induction bobbins, 
the cores of which are mounted between the two 
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cheeks or rings of iron, J, J’, thus forming tie pieces, 
which give great strength to the armature, D, which 
armature is keyed to the axle, a, of the machine. 
B, B1, B?, B’, are four bobbins constituting the field 
magnets, which are magnetised by means of the 
commutator, c, also keyed upon the axle, a. The 
inner ends of the wires coiled around these bobbins 
are grouped together at x, the outer ends being 
severally connected to the binding screws, 1, 2, 3, 4, 
fixed on insulated copper blocks, These copper blocks 


can be coupled together in pairs or otherwise by means . 
of copper plugs, y, of which only one is shown in the - 


drawing, as coupling the binding ‘screws, 2 and 3. 
Thus the current will pass through two of the field 
magnets, and a stronger current is obtained than can 


_be obtained from the binding screws, 1 and 4, each 
current in this latter case passing through one field © 


magnet only. \ 


4116. “Transmitting electrical currents through 
conductors,” &c. W. R. Lake. (A communication 
from abroad by Louis Maiche, of Paris.) Dated 
Oct. 9. 6d. Relates to an improved method of and 
means for transmitting and receiving electric currents, 
and is chiefly designed for facilitating the transmission 
and reception of telephonic or telegraphic messages 
or signals, whatever may be the kind or description 
of instrument employed as a sending or receiving 
apparatus. The invention consists essentially in 
transforming at the starting point ‘ quantity” cur- 
rents, of low tension (produced by the -battery or other 
apparatus) into induced currents of high tension 
capable of overcoming the resistance of the line 


also in the transformation of these induced high 
tension currents on their arrival at the receiving 
station into “ quantity ” currents, which directly 
operate the receiving apparatus, or a relay which 
actuates a local battery. This is effected, as shown 
in the figure, by placing at each of the stations to be 
connected an ordinary induction coil. The fine or 
induction wire of each of these coils is connected with 
the wire of the other coil by the line wire arranged in 
the usual manner with a single line wire and an earth 
wire, or with two wires. The sending and receiving 
apparatus and the battery, if there be one, are at each 
station placed in the circuit of the thick or induction 
wire of the coil. | 


4482. ‘Cables for telephones.” EDGAR GEORGE 
and Joseph Bonp MorGaAn. Dated Nov. 3. 6d. 


Relates to cables for overcoming telephonic induction. 


The wires are coated with an insulating substance in 
which wires are imbedded. The wires are connected 


to earth by conductors at intervals more or less distant 


as may be found necessary. 


4581. “Telegraph receiving apparatus.” Jony 
WILLIAM FuLLER. Dated November 8 6d. Relates 
to the mirror galvanometer described on page 249 of 
the last number of this Journal. | | 


4608. ‘‘ Generating, sub-dividing, and transmitting 
electric currents,” &c. CC. F. HEINRICHS. Dated 
Nov. 9. 1s. 2d. The patentee finds that when his 
patent channeled ring armature is rotated at a ve 
high velocity (say, at a velocity of over 10,000 feet 
circumferentially per minute) so as to obtain a current 
of high electro-motive force, the iron core of the rin 
armature acquires little magnetism, and thus takes 
little part in the generation of currents in its surround. 
ing conducting wire. Hence he varies with great 


advantage the form of the channeled ring core ip 
various ways, one of which is shown by the figure ; by 
this means the mass of the iron of the ring armature 
is reduced, and a very large length of the insulated 
conducting wire which surrounds the ring core is 
exposed to the air, which prevents the accumulation 
of heat in the insulated conducting wire, and thus 
maintains the efficiency of the armature. The patent 
also relates to improvements in the commutator 
brushes and to improvements in circular carbon lamps. 


4614. “Electric lamps.” C. W. Siemens. Dated 
Nov. 10. 6d. Relates to means of feeding the carbons 
of electric lamps as they are consumed, and of automa- 
tically adjusting their distance. Fig. 1 is a side view 
partly in section, and fig. 2 an end view of the lamp ; 
fig. 3 shows the mode of joining on fresh carbons so as 
to render the supply continuous. A and B are the two 
carbons, which lie in troughs or open tubes, a’, B’, 
having their front parts resting on grooved rollers, a, b, 
which may be serrated and pressed down by rollers, 
a, b1, the weight of which may be aided by springs. 
On the axes of the grooved rollers, a, 5, are broad 
wheels, c, D, which are finely serrated on their 
peripheries or may have their peripheries clothed with 
felt, soft leather, or other impressible material. £ is a 
solenoid coil of high resistance which forms part of a 
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by-pass circuit connecting the conducting posts, F and 
G, for the main circuit of the lamp; x is the core of the 
solenoid, which is made asa thin iron tube for the 
sake of lightness, and is balanced or nearly so by a spring, 
h, adjustable by a screw cap, k1. This cap is prefer- 
ably made in the form of a cup, as shown, so that it 
can be more or less loaded by shot or other small heavy 
bodies, In the double stem, 1, projecting down from 
the core, H, there are slots in which works a pin, 5, 
jointing together two bars, k, L, which extend obliquely 
downwards, and rest by their lower ends in saddle 
pieces, 4, 2, in which position their inner faces are just 
clear of the peripheries of the wheels, c, p. These 
faces are at their lower parts serrated with ratchet 
teeth, as shown. Another bar, M, of like kind, resting 
at m, is jointed to an arm of a lever, N, the other arm 


NE WIRE 


A 


‘ 


of which projects as a tappet under the core, H, 
Above the points of the carbons is fixed a reflector, o, 
which may be of marble or other refractory material 
clamped in a band, o. 
as follows :—As the distance between the points of the 
carbons, A and B, increases by their consumption, the 
resistance to the direct circuit of the lamp increases, 
and consequently a larger amount of electricity passes 
through the by-pass circuit of the solenoid coil, €. 
The core, H, is thus attracted upwards, and by its 
ascent it draws up the two bars, K and L, These, as 
they retire from their rests at # and/, come to bear 
with their ratchet teeth against the wheels, c and p, 
and as they Still ascend they cause these wheels to turn 
partly round in the direction of the arrows, thus turn- 
ing the grooved rollers, a and à, and causing the 
carbons to approach one another. Should the carbons 
be too near, so that the resistance in the direct circuit 
of the lamp is small, then the solenoid, E, having little 
Bower, the core, H, descends, and when it has descended 


The operation of the lamp is 


some distance it moves the tappet lever, Nn, raising the 
bar, M, which, acting on the wheel, D, causes it to turn 
partly round in a direction opposite to the arrow, and 
so to retract the carbon, s, The other carbon, A, is 
given an advancing movement, somewhat greater than 
that of B (which is effected by making the wheel, c, a 
little smaller in diameter than p, or by making the 
roller, a, a little larger in diameter than 4), and is pro- 
vided with a stop stud, p, which permits it to advance 
only as that portion of the carbon near its point against 
which the stop bears becomes consumed. Contacts, 
Q, R, are provided for the ends of the levers on which 
the rollers, a! and 61, are mounted, these contacts 
being connected by wires, g, 7, to the two insulated 
frames of the lamp. Thus, when either carbon is 
absent, the roller, at or b! drops, and contact is made 


FIG.2. 


at g or at R, effecting a short circuiting of the general 
currents. As the carbons, A and B, become consumed, 
fresh carbons can be joined on to their ends, as 
indicated at fig. 3. 


4626. Apparatus for lighting and extinguishing 
gas by electricity.” W.R. Lake. (A communication 
from abroad by George D. Bancroft, of Boston, America.) 
Dated November 10. 6d. The figure isa front view of a 
burner andthe apparatus which is attached to each burner 
in thecircuit. isagas-burner, having the tip,a. Bis 
the cock to which is screwed a sector or segmental 
arm, C, by which the said cock is turned. D is a 
cylindrical or round box, formed of iron, and having 
a hollow core, around which is wound a coil of wire, 
the box, coil, and core forming an electro-magnet. 
The core is screw-threaded at its upper end to receive 
the gas-burner, and at the lower end to screw upon the 
gas pipe is an armature hinged to a metal block which 
is screwed to the box, D. A spring, s, working in a 
pair of J shaped arms of a similar block, F*, presses — 
against a projection upon the armature, also lying be- — 
tween the said arms, and raises the armature, when the 
electro-magnet is demagnetised. Gisa spring exposed 
to the heat of the gas-flame as shown, and secured at 
one end by a set screw, e, to a bracket, F, upon the 
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box, D, while its other end passes through a slot in the 


metal block, f, upon a rod, g, in which block it is kept — 


from slipping by a tightening screw, This block, /, 
slides freely upon the rod, g, but its range of motion 
is limited by two nuts, 1, ~*, The inner end of the 
rod, g, is attached to a crank-pin on the segmental 


arm, c, and the rod has a longitudinal motion in a slot, ¢, 


in the bracket, F1, which motion is limited by nuts 
n*,*,as shown. The segmental arm, c, has. two 
shoulders, c, c!,.andthe armature, H, hasa projection, 7,as 
shown. Behind the burner are two stiff, heavy wires, 
w, w?, as shown, the former connected with one end 
of the coil of the electro-magnet, and the latter with 
the line wire, /2._ These wires, w! and w?, are pro- 
perly insulated, and pass through suitable bushings in 


the armature, H, and the wire, w?, passes through the | 


box, D. Above the said armature they pass through a 
block, g, secured to the burner, and end in two small 
binding screws, m1, m?, which are connected by a pla- 

tinum wire, p, near the tip, a.. The line wire, /1, is 
connected with the coil of the electro-magnet. It is 
also connected with a suitable battery, anda make-and- 


break circuit key at the operating station. Thespring, 
G, is formed of two kinds of metal, brass and steel, the 
steel being the long thin strip shown, and the brass the 
stouter short strip. In its normal condition this spring 
exerts its force inward towards the burner, but when 
subjected to heat the expansion of the metal causes it 
to press outwards away from the burner. In the nor- 
mal condition of the apparatus the shoulder, c, of the 
segmental arm, c, is caught upon the projection, 7, of 
the armature, H. Theoperation of the apparatus is as 
. follows :—To light the gas the operator sends a current 
over the line wire, /1. The electro-magnet, overcoming 
the force of the spring, pulls down the armature and 
releases the shoulder, c, from the projection, 7; the 
spring, G, being at the temperature of the atmosphere, 


forces inward the segmental arm, c, thereby opening 


the cock, At the same time, the current passing 


through the platinum wire, 4, so heats the same that it © 


ignites the escaping gas; when the operator then 
breaks his circuit at his distant station the projection, 7, 
flies up against the shoulder, c!, 


_ the battery. 


After the gas has 
continued to burn a few minutes, the thermo-spring, G, 


will become so heated by the gas flame as to exert its 
force in the opposite direction, and a single impulse of 
the electric current then sent over the line will release 
the shoulder, c!, and close the cock. | 


4628. ‘Step-by-step type printing telegraphs.” 
F. H. W. Hiecins. Dated November 10. 6d. Has 


-for its object improvements in step-by-step type 


printing telegraphs. The improvements relate to an 
arrangement of the mechanism of type printing 
instruments, which causes the printing to be done on a 
broad sheet of paper in lines like a newspaper, instead 


of as formerly in a single line on a continuous narrow 


4674. ‘Telegraph cables.” Rosinson KENpAL. 
Dated November.13. 2d. Has for its object improve. 
ments in telegraph cables. A ribbon of sheet zinc is 
wound helically around the cable to be protected, so as 


entirely to inclose it, as it were, in an open jointed tube. . 


One ribbon of sheet zinc having been thus wound on, a _ 
second similar ribbon is wound in the reverse direction, 
so that in the result the cable is double sheathed, and 
the twists being in opposite direction there is no ten- 
dency to unwind. (Provisional only.) 


4739. ‘‘ Electric batteries.” H. E. Newron. (A 
communication from abroad by Lucien Alfred Wilhel- 
mine Desruelles, of Paris.) Dated November 17. 4d. 
The carbon and zinc plates are inclosed in some fibrous 
or spongy substance, such as asbestos or spun glass, 
which will not be affected by the acids used for exciting 
the battery, but which will, by reason of capillary. 
attraction or by molecular adherence, hold the exciting — 
liquid in suspension. To facilitate the application of 
the invention to all kinds of batteries the saturated 
fibrous substance may be made up into small cakes, 
which are then compressed to get rid of any excess of 


acid; the cakes are then covered with a thin coating of 


dextrine, which in drying gives them great solidity. 
When it is desired to use such a cake it is only 
necessary to moisten it with pure water, and place it in 


4745. ‘Electric lamps.” J. E. H. Gorpon. Dated 
November 17. 2d. Has for its object improvements 
in electric lamps. In electric lamps in which a precious 
metal, and especially the metal iridium, is employed, 
and being intensely heated becomes a source of light, 
an appreciable loss of metal is after a time experienced 
from the parts exposed to the high temperature. The 


» object of the invention is to recover the metal which is 


so dissipated. This is done by causing a current of 
air to pass through the lamp, and afterwards through 
a flue or channel in which a large surface of an inert 
material is exposed. (Provisional only.) 


4779. ‘‘Electro-magnetic apparatus for table ser- 
vices, offices, and warehouses.” FLORENTIN HARMANT. | 
Dated Nov. 19. 4d. This invention refers to a line 
of rails and carriages actuated solely by electricity or 
in conjunction with mechanical aid, such; for example, 
as a chain, metal rope, rack, or screw, but where 
electricity plays the principal part. 


4825. Dynamo-electric motors.” Cart KESSELER. 
(A communication from Ernst Kuhlo, of Stettin.) 
Dated November 22. 4d. The object of this invention 
is to continuously cause the attraction of an electro- 
magnet to act upon a conductor or transmitter of 
power without interrupting the current, and thereby 
preventing a cessation of the power for a single 
moment. (Provisional only.) | 


4862. ‘‘ Telephones.” SYDNEY Pirr. : (A communi- 
cation from abroad by Charles de Nottbeck,- of St. 
Petersburg.) Dated Nov, 23. 2d. Has for its object 
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improvements in telephones. The mouth-piece of the 
transmitting telephone is closed by pasting or cement- 
ing over it.a diaphragm of paper or like material. 
Also the bobbin is attached to the vibrating plate of 
the receiving telephone in place of to the magnet, as is 
usual, (Provisional only). 


4886. ‘“‘Dynamo-electric machines.” JoHn Hop- 
KINSON and ALEXANDER MUIRHEAD. Dated Nov. 24. 
8d. Has for its object improvements in dynamo-electric 
machines and lamps for electric lighting, Figures 1 
and 2 showa convenient method by which, according to 
the invention, the sparks which occur between the 
commutator and the collecting brushes in continuous 
current machines are reduced; a, a, a, are the seg- 
ments of the commutators insulated from each other ; 
b', b, 6, are the collecting brushes or their equivalents 
carried on a spindle, c; one of these brushes, 61, is ar- 


= 


ranged in such wise that there is an electrical resistance 
between the brush, 52, and the spindle, c. d,e are metal 
cylinders; to 4 the brush is attached, whilst e is in 
contact with the spindle,.c, The space, f, between d 
and e is filled with a mixture of plumbago and lamp 


black, having a suitable resistance; the ends of the — 


space, f,are closed with discs of ivory. The brush, 8, 
is so adjusted by bending or otherwise that it remains 
in contact with any segment of the commutator for a 


short space after the other brushes have left: contact 
with that segment. The effect is, that instead of 
sudden rupture of continuity of the armature circuit 
connected to the segment of the commutator, a resis- 
tance is first introduced, and contact is not broken till 
the current has been in some measure reduced, For 
the more convenient adjustment of the machine several 
sets of brushes are provided having different resis- 
tances ; it is ascertained by trial and use which gives the 
best result. Figs. 3 and 4 show the armature used 
in machines arranged so that the coils lie in planes 
parallel or nearly parallel with the plane of revolution 
of the armature. ais a pulley to be keyed on the shaft 


of the machine; it is surrounded by a series of layers, 


b, of sheet iron, more or less insulated from each other. 
In one or both faces of this ring of layers of iron 
radial slots are cut for the reception of the coils of 
insulated wire, c. On the pulley is coiled a band of sheet 
iron and of asbestos paper, so that the asbestos paper 
separates the successive layers of iron from each other. | 
When a sufficient thickness has been obtained radial 
holes are drilled, and bolts, d, are inserted and secured 
by the cottars, e; the slots are then cut. The figures 
show the armature as arranged for a continuous cur- 
rent, that is, with the slots on one side halfway between 
the slots on the other side of the armature. This is 
done in order that the current may be more approxi- 
mately continuous ; but when an alternating current is 
desired, the slots in the opposite faces correspond. 


4914. “Electric light apparatus.” W. L. WISE. 
(A communication from abroad by Jacques Ambroise 
Mandon, of Paris.) Dated Nov. 25. 8d. Has for its 
object improvements in electro-light apparatus, and 
relates particularly to a novel method whereby two 
pencils or carbons are kept with their upper extremities 
or poles in proper relative positions, notwithstanding 
the consumption, wasting, or wear due to the action of 
the electric current producing the light. To this end 
in One arrdngement, wherein each carbon is formed as 
an arc of a circle, each carbon or pencil is carried or 
supported and balanced by apparatus arranged so that 
in proportion as the carbon or pencil is consumed or 
reduced by the action of the electric current, the carbon 
or pencil will automatically move upward in a circular 
path about a centre, coincident with that of the circle 
whereof the carbon or pencil represents an arc. 


4933- “Electric lamps.” J. W. Swan. Dated 
Nov. 27. 6d. Relates to incandescent lamps. The 
carbon conductor is formed from cotton thread which 
has been subjected to the action of sulphuric acid of 
such a strength as to cause a change or conversion to 
take place in the thread of a similar character to that 
which is produced by the treatment of bibulous paper — 
with sulphuric acid, according to the well-known 
process of making vegetable parchment. The cotton 
thread after being immersed in this solution and 
allowed to remain therein for a sufficient time to effect 
the required conversion, is removed from the solution 
and washed with water until the whole of the acid is 
eliminated, after which it is dried and carbonised by 
any of the suitable well-known means. The description 


of cotton thread most suitable for treatment in the’ 


manner described is that known as crotchet thread. 
The figure shows how the carbon filament is secured 
to the holders. ais the carbon formed of the prepared 
cotton thread, which is bent round and gripped at its 
two extremities by clips, 4, to which the upper ends of 
the metal conductors, c, are attached ; the carbons thus 
arranged, together with a convenient length of the 
metal conductors, c, are surrounded by a glass bulb or 
receptacle, d, and the lower ends of the metal con- 
ductors which pass through the bottom of the glass 
receptacle, d, are sealed into the same, but when metal 
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conductors of large sectional area are employed, it is 
preferred to secure their lower ends to platinum caps, 


FIG. 


_e, which are attached to the bottom of the glass 


receptacle, d, by fusing the glass around the caps. 


4961. ‘“ Mechanical contrivances for electro-magnetic 
clocks,” &c. JOHANN Mayr. Dated Nov, 29. ad. 
Consists in mechanical improvements, by means of 
which it is possible to construct a new system of 
electric clocks and improved signalling apparatus, and 
to replace the usual sliding spring and mercury contact 
by reliable metallic contacts with impact motion and 
exactly controllable duration. (Provisional only.) 


4981.. ‘‘ Telephonic apparatus. W. R. LAKE. (Acom- 
munication from abroad by Charles Adams Randall, of 
New York.) Dated Nov. 30. 1s, This invention consists 
mainly of a telephone system, in which, by means of a 
variable contact pole changing circuit-closer, operated 
by a diaphragm under the influence of sound vibra- 
tions, electrical connection with a line wire is alter- 
nately made and broken from opposite poles of a bat- 
tery or batteries, the makes and breaks of the circuit 
being attended by varying pressure between the contact 
points of the circuit-closer, and battery currents or im- 
pulses of alternately opposite polarities and varying 
force are caused to pass over the line circuit in cor- 
respondence to sound vibrations. In the fig. a is a 
mouth-piece, containing a diaphragm, supported by a 
standard, a’, and from the upper portion of the said 
mouth-piece case projects an arm, a, to which is pivoted 
the upper end of a lever, G!, from which projects an 
arm, a!,in contact with the diaphragm at p!. The 
lower end of this lever is preferably provided with in- 
sulating studs (if the lever is metal), In each of the 
line and battery contact devices a rock shaft, #, jour- 
nalled in suitable bearings, has fixed thereto a block, v, 
of hard india-rubber or other insulating material, and 
from this block project upward the plates, 2, and 
springs, g?, which respectively carry the carbon buttons, 
p*, and platinum studs, g*. Springs 7”, 7?, press against 
the plates, 2?, and have their tension controlled by 


screws, w', w, passing through the standards, a! and 
A%. The connections between the line wire and the 
battery are made in the manner shown. By means of 
the screws, w,.w!, it is obvious that the amount of 
pressure between the platinum studs, g*, and carbon 
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buttons, f, under the action of the lever, G!, may be 
regulated, as the plates, ?, and their rock shafts are | 


- alternately oscillated by the movement of the lever, G!, 


and the carbon buttons, 2°, are brought into varying 
degrees of contact pressure with the platinum studs, 9°, 
on the springs, g?. | | 


5033. ‘Electric lamps.” J. H. Jonnson. (A 
communication from abroad by Auguste de Meritens, of 


Paris.) Dated Dec. 3. 2d. Relates to improvements 


in the production of light by electricity, and it consists 
in the employment of iron rendered incandescent by 
the passage of an electric current of high tension. 
(Provisional only.) 


5068. “ Telephonic and electric communication,” 
&c. J. N. CuLBERTSON and J. W. Brown. Dated 
Dec. 6. 6d. Has for its object improvements relat- 
ing to telephonic intercommunication, so as to get rid 


of telephonic induction. With this object the switch 


board at the central office is so arranged that each wire 
has an independent earth plate, 


5352. Dynamo-electric telegraphy.” SYDNEY Pitt. 
(A communication from abroad by Orazio Lugo, M.D., 
of New York.) Dated Dec. 21. 8d. Relates to the 
application of dynamo-electricity for the transmission 
cf telegraphic signals. The arrangement of the 
apparatus is shown by the figure. a represents the 
dynamo-electric generator, having its armature coils, a, 
and field magnets, a!, a1, connected together in the 
same circuit. The exterior or working circuit consists 
of the wire, 2, which connects the positive pole, p, of 
the generator, A, with the earth at E (and which 
together with the earth itself forms a conductor of no 
appreciable resistance), the wire, 6, also of no appreci- 
able resistance, and three telegraphic circuits, L, L}, 
and J, which branch from the wire, 6, at the negative 
pole of said generator, and terminate the first two in 
the earth at e and e? respectively, and the third in the 
wire, L, at the positive pole. The telegraph lines, L and 
L1, are each provided with transmitting keys, K, 4, K’, 
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k, for alternately breaking and closing the circuit in 
order to transmit intelligible signals, and also with 
suitable receiving instruments, 1, 7, and 11, 7}, these 
being placed at different stations, as shown. The line, 


connects the positive and negative poles, p and #, of 


the generator, A, and it, in effect, forms a branch of the . 


exterior circuit. In order to maintain the proper 
relation between the resistances cf different portions 


@ | EARTH 


— 


1, l, represents a local circuit of small resistance, which 
is employed to actuate a sounder or other like instru- 
ment, s, through the intervention of the instrument, 
11, which is shown as a relay. The shunt circuit, c, c, 


of the systems, the resistance of the shunt circuit is 
made adjustable. Resistances, 7, v1,are inserted in the 
shorter lines, so as to bring each of the resistances of 
the latter to a level. | 


City Hotes. 


Old Broad Street, July 13th, 1881. 


THE EASTERN TELEGRAPH ComPANY, LIMITED.—The 
report of the directors for the six month$ ended 
gist March, 1881, states that the Company’s revenue 
for this period amounted to £302,158 18s. 3d., from 
which is deducted 467,754 os. 7d. for the ordinary 
expenses of the Company, and £29,942 1s. 2d. expen- 
diture on repairs of cables during the half-year, and 
£3,276 5s. 6d. for income tax, leaving £201,186 118.0d., 
which, together with £28,430 8s, 1d. brought forward 
from the preceding half-year, gives a balance of 
$220,616 19s. 1d. From this balance £22,629 15s. od. 
has been paid for interest on debentures, and 
$20,473 17s. 6d. for dividend to 31st March, 1881, on 
the preference shares, and £70,000 has been placed 
to the General Reserve Fund. This sum, with 
418,771 135. gd. received during the half-year for 
interest and profit on sale of investments, brings up 
that fund to £356,608 13s. 6d., and with the special 
reserves mentioned in the balance-sheet makes the 
total amount of the reserves £392,060 12s. 3d. The 
directors have, during the half-year, paid an interim 
quarterly dividend of 14 per cent. on the ordinary shares. 
They now recommend the declaration of a final dividend 
for the year ended 31st March, 1881, of 2s. 6d. per 
Share and a bonus of 1s, per share, both payable on 
the r5th inst,, making, with the three previous pay- 


ments on account, a total dividend for the year of 


53 per cent. on the ordinary shares, and that the balance 


42,723 6s. 7d., be carried forward to the next account 
All the Company’s cables are in good working order 
with the exception of one of the cables between Aden 
and Bombay, which was recently interrupted in shallow 
water close to the Bombay shore, and will be speedily 
restored. Reference was made in the last report to 
the direct Lisbon cable broken off the coast of Portugal, 


in 2,000 fathoms of water. The restoration of the line 


was completed by the s.s. Chiltern in May last. The 
s.s, Chiltern has also been engaged in laying a cable 
from Sicily to the Island of Lipari, a distance of 
23 miles, and a new 3-conductor, cable across the 
Straits of Messina. These lines have been laid under 
agreements with the Italian Government, in considera- 
tion of the payment by the Government of subsidies 
amounting to £1,050 per annum for 30 years. The 
cost will be charged to revenue account. The revenue 
includes £19,500 dividend and bonus for the half year 
upon the Company’s shares in the Eastern and South 
African Telegraph Company, the dividend being at the 
rate of 6 per cent. per annum, with a bonus at the rate 
of 4 per cent. per annum. 430,000 has been placed to 
reserve, and £2,114 1s. 1d. carried forward. The 
Eastern and South African Company have paid over 
£16,683 6s. 8d. to the trustees of the Sinking Fund for 
redemption of the debentures, The total amount of 
the Company’s reserves is now £59,014 15s, 5d. The 
revenue account also includes £2,600 dividend for the 
half-year on the shares of the Black Sea Telegraph 
Company belonging to this Company, by whom the line 
is worked and maintained under agreement. 
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ANGLO-AMERICAN TELEGRAPH COMPANY, LIMITED. 
—Mr. H. Weaver, the managing director of this Com- 
pany, informs us “that the Brest-St. Pierre cable laid 
in 1869, which was broken on the 12th November last, 
has been picked up in 1,700 fathoms of water and re- 
paired by the Telegraph Construction and Maintenance 
Company with their s.s. Scotia, under the superin- 
tendence of Mr. F. R. Lucas, engineer to that Com- 
pany, and Mr. H. C, Forde, acting as engineer upon 
behalf of this Company, As a consequence of the 
repair just effected, telegraphic communication between 
France and the United States of America by this Com- 

any’s cable via Brest has been restored. The Company 
hes now four Atlantic cables at work, via Valentia and 
via Brest, and their system throughout is in good 
working order and condition,” 


THE Direct UNITED States CABLE COMPANY, 
LIMITED.—We are informed under date the 8th of July 
that at a meeting of the board held on that day 
it has been resolved to recommend a final dividend of 
five shillings (5s,) per share (free of income tax), such 
dividend to be payable on and after the 16th August 
next, making with the interim dividends already paid 
_ five per cent, for the year ending 3oth June last, 


carrying forward £7,179 105. 8d., after having carried 


_to the reserve fund £32,292 9s., making it up to 
$235,000. | 


THE AMERICAN TELEGRAPH AND CABLE COMPANY. 
—The final splice in this Company’s cable was made at 
10.20 p.m. on the 8th instant. The cable is in every 
respect said to be a first-class one. 


Tue Cusa SuBMARINE TELEGRAPH ComPaANy, 
LiMITED.—The balance-sheet and accounts for the 
half-year ended 3oth June last state that the gross 


receipts, including the balance brought from last — 


account, amount to £18,503 9s. 1d., and the gross 
expenditure to £5,714 6s. 2d., leaving a sum of 
412,789 2s. 11d. to the credit of revenue account. 
. Of this, the sum of £3,750 11s, od. has been placed 
to the reserve fund, increasing that fund to £40,000. 
After providing for the preference dividend, a balance 
of £6,038 11s. 2d, remains, out of which the directors 
-recommend the payment of a dividend on the ordi- 
nary shares at the rate of 7 per cent, per annum, 
the same rate as was paid for the corresponding 
period of last year, free of income tax, which will 
absorb £5,600, and leave £438 11s, 2d. to be carried 
forward to the current half-year’s account.. The direc- 
tors have much pleasure in reporting that the new cable 
contracted for with Messrs. Hooper’s Company to re- 
place the original one was laid from Cienfuegos to 
Santiago de Cuba by the s.s, Hooper in February last 
in perfect working order and excellent electrical con- 
dition, and has continued to work most satisfactorily, 
The shareholders will also be pleased to learn that the 
Company’s other cables continue in good working 
order, The suit instituted against the Spanish Govern- 
ment at Havana for a return of the tax (about £1,000) 
erroneously levied on the Havana-Santiago business 
has been decided by the Court there in favour of the 
Company, but the decision having been appealed against 
to Madrid, it will be several months before a final 
settlement of the case can be looked for. 


The following are the final quotations of stocks and shares 
for the 13th inst.:—Anglo-American, Limited, 534-533; 
Ditto, Preferred, 85-86; Ditto, Deferred, 25-26; Black 
Sea, Limited, ——; Brazilian Submarine, Limited, 103-103; 
Brush Light, 35 pm.; Electric Light,4-3pm.; Consolidated 
Telephone Construction, 35-33; pm. ; Cuba, Limited, 94-93; 


Cuba, Limited, 10 per cent. Preference, 163-174; Direct 
Spanish, Limited; 44-5 ; Direct Spanish, to per cent. Prefe- 
rence, 133-144; Direct United States Cable, Limited, 1874 

104-113; Debentures, 1884, 102-104; Eastern Limited 
10-10; Eastern 6 per cent. Preference, 12$-134; Eastern, 
6 per cent. Debentures, repayable October, 1883, 103-106; 
Eastern 5 per cent. Debentures, repayable August, 1887, 
104-107; Eastern, § per cent., repayable Aug., 1800, 
106-109; Eastern Extension, Australasian and China, 
Limited, 113-113; Eastern Extension, 6 per cent, Debenture, 
repayable February, 1891, 109-112; 5 per cent. Australian 
Gov. Subsidy Deb. Scrip, 1900, 103-106 ; Ditto, registered, 
repayable 1900, 103-106; Ditto, 5 per cent. Debenture, 
1890, 103-105; Eastern and South African, Limited, 
5 per cent. Mortgage Debentures, redeemable 10960, 
103-106; Ditto, ditto, to bearer, 103-106; German 
Union Telegraph and Trust, 11-113; Globe Telegraph and 
Trust, Limited, 63-63; Globe, 6 per cent. Preference, 124-123; 
Great Northern, 134-13%; 5 per cent. Debentures, 102. 
105; India Rubber Company, 203-213; Ditto, 6 per 
cent. Debenture, 104-108; Indo-European, Limited, 28-29; 
London Platino-Brazilian, Limited, 5$-64; Mediterranean 
Extension, Limited, 23-3; Mediterranean Extension, 8 per 
cent. Preference, 8-9 4; Oriental Telephone, $-}; Reuter’s 
Limited, 12-13; Submarine, 285-295 ; Submarine Scrip, 
23-3; Submarine Cables Trust, 100-104; United Tele. 
phone, 94-93; West Coast of America, Limited, 4}-5; 
West India and Panama, Limited, 14-24; Ditto, 6 per 
cent. First Preference, 7-74; Ditto, ditto, Second Preference, 
64-7; Western and Brazilian, Limited, 8§-8% ; Ditto, 6 per 
cent. Debentures “A,” 110-115; Ditto, ditto, ditto, “B,” 
98-102; Western Union of U.S. 7 per cent., 1 Mortgage 
(Building) Bonds, 101-105; Ditto, 6 per cent. Sterling 
Bonds, 106-110; Telegraph Construction and Mainten- 
ance, Limited, 324-32; Ditto, 6 per cent. Bonds, 103-107; 
Ditto, Second Bonus Trust Certificates, 34-4#. 


TRAFFIC RECEIPTS. 


NAME OF CoMPANY. May. | JUNE. REMARKS. 
Anglo-American...1881 | 49,880 | 48,240 

| 1880 41,970 | 19,560 
Brazilian S’marine 1881. 13,607 12,272 
~~ 1880 | 10,321 | 10,524 
Cie. Française ose: | Mot oublisheds 
Cuba Submarine...1881 | 3,000] 2,757 | | 

| 1380 | ‘2,972 | 8187 
Direct Spanish ...1881 | 1,547| 1,456 

| 1880 | 1,334 |. 1,877 | 
Direct U, States ...1881 | 13,090 | 16,080 | At 2s. per word 

| 1850 | 16,630 | 6,690 | , 1s.6d. ,, 
Eastern 1881 872 | 40,0 
1896 | | 
Eastern Extension 1881 | 20,523 | 20,339 
26,570 | 29,100 
Great Northern ...1881| 21,600| 21,760 
1880 | 19,480 22,520 
Indo-European | Not published. 
| pended. 
W. Coast America 1881 
West. & Brazilian 1881 | 0,2 

1850 | 7797 | 

West India .........1881 | 5,560 | 4, 
| 1880 | 
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L. G. TILLOTSON & CO. 


5 & 3, DEY STREET, NEW YORK, U.S.A. 
THE OLDEST & LARGEST RAILWAY & TELEGRAPH SUPPLY HOUSE IN AMERICA, 


MANUFACTURERS AND DEALERS IN 


TELEGRAPH AND TELEPHONE SUPPLIES 
OF EVERY DESCRIPTION. 


Morse Telegraph Instruments of the most approved construction ; Batteries of all kinds ; ; Patent 
Screw Glass Insulators; Brooks’ Patent Insulators; Telephone and Telegraph Office Wires ; 
Telephone Conducting Cords and Annunciator Drops ; Burglar Alarm and Hotel Annunciators ; 


Gutta-Percha Insulated Wires and Sub-Marine Cables ; Johnson’s Celebrated Telegraph Wire, 
in Bond in New York, at Manufacturers’ Prices. | 


Manufacturers of the HOME LEARNER’S INSTRUMENT, including hé 
Sounder, Battery, and Instruction Book ; for the use of Students in Telegraphy. Price $ 4.50. 


Catalogue and Price List sent upon application. 


ZANNI. 
. SOLE PATENTEE 


A7, HOLBORN VIADUCT, H.C. 


(OpposITE THE City TEMPLE), 


Manufacturers of Zannis Patent Dynamo-Hlectric Machine 
_ The Cheapest in the Markot. 
MAGNETIC BELLS —No Battery required. Satisfactory working guaranteed for five years. 
ELECTRIC BELLS of every description for House and Ships’ use. 
Burglar Alarms. Pear and Button Pushes. Insulated Wire. Indicators. 
| Fire Alarms. 
ESTIMATES GIVEN FOR FITTING UP HOUSES, éc., COMPLETE. 
| ILLUSTRATED PRICE LIST ON APPLICATION. 
Models Made. Experimental Work done. All Repairs promptly Executed on the Premises. 
Silk Covered Wire. Binding Screws. Double Covered Wire for Indoor 


| or Outdoor use. 
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HD. BA DOU 


‘BOX-WOOD BLOCK MANUFACTURER FOR ENGRAVERS, 


BOLTED & AMALGAMATED BLOCKS OF ALL SIZES. 


INDIA — GLASSES AND STANDS, STONES, ROLLERS, INK, & EVERY DESCRIPTION OF Tools AND 
| MATERIALS FOR ENGRAVING. 


14, ST. BRIDE SL. LUDGATE CIRCUS, LONDON, EC, & 15, tds ST. BENOIT, PARIS. 


— M SADLER, 


INVENTOR OF THE 


. UPRIGHT MAGNETIC MACHINE, PIRE 


So universally used by the Medical Profession, _ 


MANUFACTURER OF 


Ele — Galvanic, Magnetic, Chemical, Photographic 
and Pneumatic Apparatus. 


Electric Bells and Indicators of every description. 


For Hotels, Warehouses, Manufactories, Mines, and Domestic and General Use. 


19, ASTON STREET, BIRMINGHAM, 


J. STIFF & SONS,  L'ELECTRICIEN: 


General Electrical Review. 


LAMBETH, LONDON, , Published the 1st and 15th of every Month. 


per Annum, including Postage. 


MANUFACTURERS OF 


oF REDACTION :— 
and Gaston Tissandier. 
| SECRETARY OF REDACTION :— 
B A TTeé R Y J AR S, | Mr. E. Hospitalier, Engineer of Arts and Manufactures. | 
REDACTION :—2s, AVENUE DE L'OPERA, Paris. 


TELEGRAPH INSULATORS, | ADMINISTRATION :—120, BoULEvARD ST. Gee 


ParISs. 


Chemical Apparatus, Art Stoneware, ENGLISH CORRESPONDENT AND AGENT :— 
| J. A. BERLY, C.E, ASTE, &c, 


PLUMBAGO, CRUCIBLES, &c. | +4, NEW BRIDGE ST, BLACKFRIARS, LONDON, EC. 


Por ous Cells and P lates, ne E. Mercadier, C. M. Gariel, A. Niaudet, Dr. de Cyon, | 


‘TELEPHONES. 


(HICKLEY’S PATENT). 


Wholesale and Retail Agents, 


JOHN ORME & CO. 
(Late M. JACKSON & CO.). 


These Telephones are acknowledged to be perfect for practical 
use in connecting offices, mines, &c. They are now in use upon 
many lines, and are never known to fail. 


_ Price Lists of every description of SCIENTIFIC APPARATUS 
and CHEMICALS, post free for three stamps each. 


£2 10s. per pair. Inclose Business Card for Trade Terms. 


65, BARBICAN, LONDON, E.C. 
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GREEN LANE, FARRINGDON ROAD, 


DAVIS ‘TIMMINS, 
“SCREW MANUFACTURERS. 


Binder, Terminals, Clamps, Kept Sl = 


every 


Price Complete, 28 8s, 
THE SAME. SET FOR PICTURES 5 x À 


Practical Instruction Free. 
Sensitive Plates as. 6d. per dor. 


_WRATTEN & WAINWRIGHT, 


GREAT QUEEN LONG AORE, wo. 


PHOTOGRAPHY 


RAP 1b DRY PR CE = 4 
Previous Knowledge not necessary, 


‘No Chemicals in the field, ‘Tourists’ Pocket Slides 
Plates 43 by 3%. Lens, Patent Folding Stand, Chemical 


be à 


F. LINDSAY, 


MANUFACTURER OF ALL KINDS Ae 
SCREWS, 
TRON, STEEL, ox BRASS, 
Were, Binders, Terminals, &e. 


All or shaped for 
and Magneto Machin 


=== MOUNT MILLS STEAM SCREW WORKS == 


‘SEWARD ST. GOSWELL ROAD, LONDON, E.C. 


On and after August Ist, 1881, this business œill be 
carried on at Anchor Works, Anchor Streët, Stepney, E 
under theistyte of ‘ The International Machine Co.” 


POCKET SOUNDERS FOR LEARNING MORSE CODE. 


Of Superior Make. In Brass, 84. each. Nickel Plated, ts, each, 


| Sustrument Bancs, 


STONES, 


+ 4 


Batteriés, Morse and Acoustic 
Loft ROM: Rogers’ Patent Needie ‘Sounders, which can 
| used or not at will, and can be added at a trifling 
to any Needle instruments. Models made. Ex. 


& | B LOOM 


the atest development of railway signalling, which is 


“BLOCK TRLEGRAPHS AND ELECTRIC 
INTERLOCKING SIGNALS. 


ou. COMPAN 


Respectfully invite the attestion of Railway Directors, Mar 
and Engineers to their important improvements in ‘’ Bleek” 
Æeiegraphs, especially to their new system (Patent 1874, in co 
junction with Messrs. Saxny & FARMER) inspected an improv 
ay ae Tvzer, on behalf of the Board of Trade, By the 
this of Sr a signalman who receives a telegraphic indicatic 
of a line blocked from the signalman in advance, cannot possibl 3 
upon the outside semaphore to the engme. 


worthy of attentio constity as it dots, a m 


advance upon the System." The 


Office and. Works. 
Asnwin Sraser, Dausron’ ‘JuNcTioy, Lonpon 


HANBOROW& 


4, Circus Street, Marylebone, Ww. 
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MAREURG WIENNA INDIA-RUBBER WORKS 


HARBURG-ON-ELBE.. a 
Lomo 10 4 TOWERS CHAMBERS, LONDON À aN Woon 
GUTTA PERCHA INSULATED TELEGRATH WIRE 


a “oF EVERY GAUGE AND DESCRIPTION, ALSO. COVERED WITH SILK OR COTTON, TAPED OR BRAIDED, a 


“JOSEPH BOURNE & ‘SON, 


DENBY POTTERY, NEAR DERBY. 


of the well-known Stoneware Telegraphic Insulators and Battery Cells. 
Special shapes. and sizes for TELEPHONIC and Mining purposes have been recently introduced,, 


London Office: 6, ST. PANORAS STATION, EUSTON ROAD, we 


COMPANY, 


| Offices and  Warcholunea: 106 & 100, CANNON ST. LONDON, E. C. 
Works: Silvertown, London, E.; and Persan-Beaumont, France. 


TELEGRAPH ENGINEERS AND MANUFACTURERS: OF 


| QABUMS.—Submaitne, Subterranean, and Aërial. | 
_ WIRE.—insulated with Indis-Rubber and Gutta-Percha to all gauges. 


Morse” Inkers, ‘Single Needle, Wheatstone’s Alphabetical, Preece’s & Walker's systems of | 
x Semaphore ‘‘ Block" Instruments, Bells, Resistance Coils, Sir W. Thomson’s and other’) EE 
Condensers, Testing Instruments, Indicators for domestic Electric Bel 
ATTERIES, —SOLE MANUFACTURERS FOR GREAT BRITAIN, IRELAND, AND THE 
| COLONIBE OF THE CELEBRATED SILVERTOWN IMPROVED LECLANCHE — 
AND POGGENDORFE BICHROMATE BATTERIES. All other kinds of Batters 
also manufactured, -Hbonite Cells, Carbon Plates, &c. 
Lhe Leclanché is the best | 
| INSULATORS .—#Æbonite, Porcelain, Brownware, &c. | 


ELECTRIC LIGHTING.—Electric Lamps, Machines, and Metallised and Carton 
Rods for Electric Lighting, - 


MANUFACTURERS OF THE MOST IMPROVED APPARATUS FOR RAILWAY BLOCK-SIGNALL ING. 


SEA PHORE REPEATERS, “LIGHT” INDICATORS, AND WALKER'S “PA SSENGER 
GUARD” COMMUNICATOR. 
TELEGRAPH STORES AND APPARATUS OF EVERY DESCRIPTION. 


TORPEDO APPARATUS. 


| Company are Patentees and of a System for Harbour. and 


SILVERTOWN PATENT FIRING. BATTERY, 


A. Constant Battery for Mining and Blasting Purposes. 
Contractors for the Msnufacture and La of Submarine Cables of t 
the World, and for the Complete + every type in any part of 


ag quipment of Telegraph Repairing Ships. a 
SONTRACTS INTO. for the SUPPLY, CONSTRUCTION, and MAINTENANCE of TELEGRAPH 
| ‘and ESTIMATES GIVEN for ALL} KINDS of ELECTRIC HOUSE BELL WORK. ‘LINES, 


‘ 


